	Dimmerbloki 2gab:

http://www.electron.gr/PRODUCTS/Dimmer_catalogue_pdf/012___Actor_716.pdf

Sofijas (tiek pieslēgtas dimmera blokam) 9gab:

http://www.strandlighting.com/clientuploads/directory/downloads/selecon-auroracyc-data.pdf
Aurora Cyc 
The Aurora Cyc, a range of 500W and 1000W asymmetric floods to light the cyc or backcloth with a visually even wash of light from a top mounting position. 
Designed to light cyc cloths up to 30ft high from a throw distance of 6–10ft. The Aurora Cyc is a high performance entertainment luminaire designed for entertainment and studio applications; it is not designed for continuous use as required for a work light or rehearsal light. For these applications please use the Hui Work Light. 

Features 
Light beam is very smooth and falls off evenly without visible high lights or shadows. 

Repeatability of beam characteristics is guaranteed by the extruded aluminum reflector. 

Robust construction from a combination of aluminum extrusions and formed steel panels. 

Filter life is maximized by the dual air-flow chamber construction. 

Filter frame size ensures an economic two frame cut out of a standard filter sheet. 

The filter frame is flat ensuring it can be mounted into the fixture with ease. 

Relamp without removing the color filter holder via the hinged front filter holder assembly. 

Standard integral safety glass adds additional safety features to this fixture. In the unlikely event of a lamp exploding the safety glass ensures that any remains are contained within the fixture. 

Permanently attached safety cable ensures that this important safety requirement is always on hand.. 

Integral micro-switch provides automatic disconnection of power to the fixture when opening to relamp, preventing a student or technician inserting a lamp into an electrically live fixture. 

Three year warranty. 

Lamps: 120V 
FFT 1000W 26,450 lumens 400hrs average life 

Ordering information 
10AUCYC1US Aurora Cyc 1-Batten, black 10AUCYC1POUS Aurora Cyc 1-Batten, pole operation tilt, black 10AUCYC3LUS Aurora Cyc 3-Batten, black 10AUCYC4LUS Aurora Cyc 4-Batten, black 10AUCYC4LSUS Aurora Cyc 4-Batten Square, black 10AUCYC4SPOUS Aurora Cyc 4-Batten Square, pole operation tilt, black 20BDAU Barndoor, 4 way, black 20CFAUCY Spare color frame AURLEN001 Spare safety glass USCLAMP Spare US theatrical C-clamp 

For connector options please specify the following suffixes when ordering: -GR NEMA 5-15P Grounded Edison -GP 20A Stage Pin Plug -GTL NEMA L5-20P Twist Lock 

Approvals 
ETL / cETL listed to UL 1573. 

Gaismas vadības pults 1gab.:

http://www.discomania.lv/item.php?id=984
EUROLITE DMX scene setter 24/48
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TEHNISKĀ SPECIFIKĀCIJA
Power supply: 230 V AC, 50 Hz ~ 
 via 15 V DC, 500 mA power unit included in the delivery 
Power consumption: 8 W 
Number of control-channels: 48 
Sound-control: via Line In RCA-socket (min. 100 mV) 
DMX 512-output: 3-pin XLR-connector with polarity selector 
Dimensions (LxWxH): 710 x 264 x 90 mm 
 19" mounting dimensions with 6 u 
Weight: 7.5 kg 


KOMENTĀRI
Comfortable DMX-controller
48 control channel 
96 memorizable programs via 4 pages 
24 scenes can be called directly via the faders 
Blackout-function 
Sound control via Line In connection 
19" mounting dimensions with 6 units 

.:: Labāks attēls šeit


.:: Ražotāja mājas lapa:


Iegādes cena 195.00Ls.

[image: image3.png]



LED Prožektori 12gab.:

http://www.discomania.lv/item.php?id=6172
EUROLITE LED PAR-64 RGB spot,black, 10mm
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TEHNISKĀ SPECIFIKĀCIJA
Power supply: 230 V AC, 50 Hz ~
Power consumption: 32 W
Number of LEDs: 183
Light ouput intensity: R 30.5 Lm; G 317.2 Lm; B 48.8 Lm
Dimensions: 265 x 240 x 340 mm
Weight: 2.4 kg

KOMENTĀRI
LED PAR-64 Profi Spot's little brother

  * DMX-512 control via regular DMX-controller (occupies 5 channels)
  * Sound-control via built-in microphone
  * Color change speed and strobe effect adjustable via dip switches
  * Illumination angle approximately 36°
  * Locking possibility at the mounting bracket
  * For illuminating e. g. mirror balls, entrance or counter areas or as basic illumination
  * Perfect in public places, main halls, stages, lounges
  * Multi-color color changes
  * Master/Slave function
  * Advantages of LED-technology: extremely long life of the LEDs, low power consumption, minimal heat emission, defacto maintenance free with brilliant light radiation
  * Available in alu, white or black 

.:: Labāks attēls šeit


.:: Ražotāja mājas lapa:


Iegādes cena 66.00Ls.
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Prožektori PAR64 (tiek pieslāgti dimmera blokam) :
http://www.discomania.lv/item.php?id=656
EUROLITE PAR-64 Profi spot with Par-Safe, black
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TEHNISKĀ SPECIFIKĀCIJA
Power supply: max. AC 230 V/50-60 Hz 
Power consumption: max. 1000 W 
Dimensions (LxWxH): 425 x 265 x 270 mm 
Weight: 1.8 kg 
Suitable lamp: 
GE PAR-64 230V/500W MFL 
No. 88144000 

KOMENTĀRI
Rugged aluminium housing 
Strong aluminium mounting bracket with hole for fixing the obligatory safety rope 
Heat-resistant fixing screw for "bombproof" fixing 
The screw is protected against turning it too far out 
4 clip-to-hold clamps with spring locks for comfortable opening of the colour filter frame 
Safety grill (splinter protection) is integrated in the tube 
Internally blackened tube for precise light output 
Strong brass clamps with extension spring for safe hold and for quick opening of the rear housing cover 
Protection grille on the rear housing cover - complies with CE-regulations 
Comes fully-wired with black silicone cable, stable earthing in the housing and directly clamped ceramic socket 
Delivered with color filter frame 
With strong cable tension relief 
Well-suited for easy installation of our Raylight reflectors with matching connector (GX16) 
Simple mounting: connect with ceramic socket - ready! 


.:: Ražotāja mājas lapa:


Iegādes cena 21.00Ls.
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Teātra prožektori (tiek pieslēgti dimmera blokam):

http://www.discomania.lv/item.php?id=2815
EUROLITE Theatre 650/1000 spot, Antihalo
[image: image10.jpg]





TEHNISKĀ SPECIFIKĀCIJA
Power supply: 230 V AC, 50 Hz ~ 
Power consumption: 1010 W 
Dimensions: 380 x 270 x 350 mm 
Weight:4.5 kg 


KOMENTĀRI
Antihalo: Transparent glass
 Effect: Light inside of the beam is brighter than outside
 Use: Punctual illumination
 Optical: Frosted glass
 Effect: Light beam always has a constant brightness
 Use: Normal illumination
 Fresnell: Glass with thick rings
 Effect: Light beam is of irregular brightness (dark/bright spots)
 Use: Normal illumination
  For bigger events
Incl. frame for colour filter and protective mesh 
High output of light 
Focusable from 10° to 40°

.:: Labāks attēls šeit


.:: Ražotāja mājas lapa:


Iegādes cena 66.00Ls
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Skaneri:
http://www.discomania.lv/item.php?id=3476
EUROLITE TS-7B DMX-Scanner
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TEHNISKĀ SPECIFIKĀCIJA
Power supply: 230 V AC, 50 Hz ~ 
Power consumption: 250 W 
DMX-control-channels: 6 
DMX-512-connection: 3-pin XLR 
Power supply: 230 V AC, 50 Hz ~ 
Power consumption: 250 W 
DMX-control-channels: 6 
DMX-512-connection: 3-pin XLR 
Sound-control: via built-in microphone 
Flash-rate: 1-7 Hz 
Number of colours: 14 dichroic + white 
Number of gobos: 14 gobos and open 
PAN-movement: within 180° 
TILT-movement: within 90° 
Dimensions (LxWxH): 555 x 270 x 285 mm 
Weight: 8 kg

KOMENTĀRI
Inexpensive scanner
DMX-controlled operation or stand alone operation with Master/Slave-function 
Colour-wheel with 12 dichroic colour-filtres, 2 bi-colour-filters and white 
Gobo-wheel with 14 gobos and open 
Manual focus 
Electronic dimmer 
Strobe-effect with adjustable speed (1-7 flashes/sec.) 
DMX-control via every standard DMX-controller 
6 DMX-control-channels required 
Sound-controlled via built-in microphone 
Suitable EUROLITE controllers: DMX Operator 

.:: Ražotāja mājas lapa:


Iegādes cena 175.00Ls.
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Skaneru vadība:

http://www.discomania.lv/item.php?id=272
EUROLITE DMX Scan Control 192 Kanal
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TEHNISKĀ SPECIFIKĀCIJA
Power supply: 230 V AC, 50 Hz ~ 
 via 9-12 V DC, 300 mA power unit included in the delivery 
Power consumption: 4 W 
Number of control-channels: 192 
Sound-control: via built-in microphone 
DMX 512-output: 3-pin XLR-connector with polarity selector 
Free chasers: 6 x 240 scenes 
Dimensions (LxWxH): 483 x 132 x 80 mm 
 19" mounting dimensions with 3 u 
Minimum mounting depth: 170 mm 
Weight: 2.5 kg

KOMENTĀRI
Compact DMX-controller with Joystick
192 control channel for 12 projectors with up to 16 channels 
Fine Pan/Tilt movements possible via Fine-button 
6 chaser with up to 240 scenes can be programmed 
8 Preset Scenes 
Copy-function for the scenes, programs and records 
Blackout-function 
Sound control via built-in microphone 
19" mounting dimensions with 3 units

.:: Labāks attēls šeit


.:: Ražotāja mājas lapa:


Iegādes cena 118.00Ls.
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http://www.discomania.lv/item.php?id=2287
Audience Blinder 4x PAR-36 black
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TEHNISKĀ SPECIFIKĀCIJA
Power supply: 230 V AC, 50 Hz ~ 
Power consumption: 2600 W 
Dimensions (LxWxH): 430 x 430 x 100 mm 
Weight: 5 kg 

KOMENTĀRI
The slightly different "lighting effect".
Well-known from big open-air concerts and equipped with 4 or 8 Par 36 spots, this light effect is designed for stage use and also for discotheques.
The rugged casing is fitted with 4 or 8 lamps (according to the model), which are switched on simultanously and blind the audience so strong that the surroundings cannot be figured out any more for a short time.
High quality at a low price makes this special light effect interesting for smaller discotheques and mobile discotheques, too.
The audience blinder is designed for floor-installation and also for ceiling-mounting and is equipped with two stable clamping screws.
Furthermore, the two spot lines can be turned in different directions and thus enable a wide spreading.
 
High-quality stage version
For 4 PAR 36-lamps 
Each lamp is individually connected to an internal lustre terminal, so that any lamps of your choice can easily be wired 
Extreme and lightning-fast light displays 
With horizontally adjustable lamp rows for even more possibilities
http://www.steinigke.de/shopneu2/gallerie/index.php?artnr=42103432&file=42103432.jpg

Iegādes cena 77.50Ls.
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